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Foreword

SAC/TC188isinchargeofthisEnglishtranslation.IncaseofanydoubtaboutthecontentsofEnglish
translation,theChineseoriginalshallbeconsideredauthoritative.

ThisstandardreplacestheGB/T8464—1998Valvewithfemalescrewendsforwaterheatingsystem
inwholeandpartlyreplacesGB/T15185—1994Castironandcopperalloyballvalves.

Inadditiontoanumberofeditorialchanges,thefollowingtechnicaldeviationhavebeenwithrespect
totheGB/T8464—1998andGB/T15185—1994(thepreviousedition).

—Changedthetitleofthestandard;

—Addedtypicalstructureinthestructuraltypesuchasgatevalve,globevalveandballvalve;

—Addedpressure-temperatureratedvalueofcopperalloy;

—Addeddimensionsacrosswrenchflatsofpipethreadhead;

—Changedtherequirementofminimumwallthicknessofvalvebody;

—Requirementofminimumdiameterofvalvestem;

—Addedthesanitaryrequirementsofvalvesondomesticdrinkingwaterpipeline;

—Changedthetestmethodandinspectionrequirements;

—Addedinstallationperformancerequirementsofvalves;

—DeletedallthecontentsofflangedballvalvesgiveninGB/T15185—1994.

ThisstandardwasproposedbyChinaMachineryIndustryFederation.

ThisstandardwaspreparedbySAC/TC188NationalTechnicalCommitteeonvalvesof

StandardizationAdministrationofChina.

Thepreviouseditionsofthisstandardareasfollows:

—GB8464—1987,GB/T8464—1998;

—GB/T15185—1994.
Ⅰ
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Castironandcoppervalveswith
screwedconnections

1 Scope

Thisstandardspecifiestheclassification,technicalrequirements,testmethod,inspectionrules,mark-
ing,packaging,transportationandstorageofcastironandcoppergate,ballandcheckvalveswith
screwedconnections.

Thisstandardappliesto:

—Threadedgate,stop,ballandcheckvalves(hereinafterreferredtoasvalves).

—Valvesofgreycastironandmalleablecastironwithnominalpressure≤PN16andnominaldimen-
sion≤DN100.

—Valvesofductilecastironwithnominalpressure≤PN25andnominaldimension≤DN100.

—Copperalloyvalveswithnominalpressure≤PN40andworkingtemperature≤180℃.

—Theworkingmediumiswater,non-corrosiveliquid,air,saturatedvapor,etc.

2 Normativereferences

Thefollowingnormativedocumentscontainprovisionswhich,throughreferenceinthistext,consti-
tuteprovisionsofthisstandard.Fordatedreference,subsequentamendments(excludingcorrec-
tions),orrevisions,ofanyofthesepublicationsdonotapplytothisstandard.Howeverpartiesto
agreementsbasedonthisstandardareencouragedtoinvestigatethepossibilityofapplyingthemost
recenteditionsofthenormativedocumentsindicatedbelow.Forundatedreferences,thelatestedi-
tionofthenormativedocumentreferredtoapplies.

GB/T1047,Pipingcomponents—DefinitionandselectionofDN (nominalsize)(GB/T1047—2005,

ISO6708:1995,MOD)

GB/T1048,Pipingcomponents—DefinitionandselectionofPN (nominalpressure)(GB/T1048—

2005,ISO/CD7268:1996,MOD)

GB/T1184—1996,Geometricaltolerancing—Geometricaltolerancesforfeatureswithoutindividual
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